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NOTE: HEIGHT VARIES BASED
ON FIELD CONDITIONS

6 X 8 TIMBER CRIB

3/4" DIA. GRADE 80 REBAR
M. LENGTH = 40" (TYP.)

PLOTTING STANDARDS

COLOR ON  LINE WIDTH
SCREEN (INCH)
RED 0.010
YELLOW 0.012
GREEN 0.014
CYAN 0.016
BLUE 0.010
MAGENTA 0.008
WHITE 0.010

DGIF DETACHABLE
PIPE BOLLARD ——————mt

16(TYP.)

4 ¢

6 X 8 TIMBER RUNNER

1/2" X 12" GALV. LAG BOLT W/ WASHER
AT EACH END OF 6 X 8 STEP. (TWO PER
STEP, COUNTERSINK INTO TOP OF RUNNER.)

1/2" X 2" GALV. LAG BOLT W/ WASHER
COUNTER SINK INTO TOP OF RUNNER

TREAD WIDTH VARES (SUGGEST 18" MIN.)

DETAIL W/1.25"MIN.
CUT INTO XMEMBER

6 X 8 MUD SILL AT
TOE OF BOAT SLIDE

S "

WATER LINE

&' —0" MIN.

PROFILE VIEW OF BOAT SLIDE

X 8 TIMBER_STEP

AP—JOINTED TO CRIB

SCALE:1/2"=1' 0"

PEN NO.

N0 0N g

NOTE: THIS DETAIL MUST BE ADAPTED TO FIT ANTICIPATED USE AND
EXISTING SITE CONDITION.

12" VDOT #5 STONE
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